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CASTWORKS™ 
Interior Molded Stone (IMS)
architectural forms

KEY SELECTION ATTRIBUTES
•  Cast into any shape or compound curve

•  Weighs only 2-5 lbs. per square foot

•  Durable, simulated stone

•  Offers unlimited design possibilities

•   12 standard colors and custom colors 
available

•  Interior use

•   Requires joint caulking or grouting  
for exposed joints

CastWorks™ Interior Molded Stone wall panels

CastWorks™ Interior Molded Stone (IMS) is an economical and flexible solution for interior castings that replicates the look of natural stone.

COLORS   Due to printing limitations, shade may vary from actual product.

Amalfi CinzentoBrûlée Crema NovaAzure Coral

Custom Colors 
Available

Navajo South BeachSeahorse Tuscan SunPico Spanish Gold

TYPICAL APPLICATIONS
•  Column covers

•  Cornices

•  Trim

•  Demising Piers

•  Flat Panels

•  Pediments

•  Door Surrounds

•  Fireplaces

•  Signage

•  Wall Panels

plus capabilities
to do more

armstrongceilings.com/capabilities
See more photos at:
armstrongceilings.com/photogallery



ARCHITECTURAL FORM
S – Standard

 
LEED® is a registered trademark of the U.S. Green Building Council; WELL™ 
and WELL Building Standard™ are trademarks of the International WELL 
Building Institute; all other trademarks used herein are the property of 
AWI Licensing LLC and/or its affiliates   © 2023 AWI Licensing LLC

TechLine / 1 877 276-7876 
armstrongceilings.com/castworks

BPCS-5922-1023

PHYSICAL DATA
Material 
Interior Molded Stone (IMS) is a composite consisting of 
alpha gypsum cement, pigment, aggregate, water, and 
polymers. 
Surface Finish 
Interior Molded Stone is available in twelve standard colors 
and custom colors. Interior Molded Stone castings are 
sealed with a clear satin for a durable finish.
Fire Performance 
Class A Fire Performance per ASTM E84.

Installation Considerations 
Install CastWorks Interior Molded Stone parts as indicated on 
approved shop drawings, other recommendations,  
and the contract requirements. 
Use caution and wear appropriate hand, eye, and dust mask 
protection when handling CastWorks Interior Molded Stone. 
Refer to installation instructions for complete details.
Application Considerations 
Interior Molded Stone replicates the look of natural stone but can  
be cast into any shape for interior use.

Design Support 
For custom design assistance contact ProjectWorks® Design 
Services or visit armstrongceilings.com/projectworks
Warranty 
One (1) Year Limited Warranty. Details at 
armstrongceilings.com/warranty
Weight 
2-5 lbs/SF (may vary depending on part design) 

CASTWORKS™ 
Interior Molded Stone (IMS)
architectural forms

DETAIL DRAWINGS
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3D view of Interior Molded Stone Column Joint
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Being a custom manufacturer, we 
understand each component is 
unique.  We comprehend the needs 
of the architect and the installer.  
Our experienced CAD technicians 
aim to maintain design intent 
and provide practical construction 
details to facilitate installations.  
These details were developed over 
25 years of proven performance.  
Visit us at plasterform.com for more 
information.

Nordstrom
Various US Locations

Backer Rod and  
Sealant as required 
by Installer

Framing, Shims, and  
Fasteners as required 
by Installer

Staggered 16-Gauge  
Metal “Z”-Clips Embedded  
in Column Covers (option)

Interior Molded Stone Outside Corner Detail
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Being a custom manufacturer, we 
understand each component is 
unique.  We comprehend the needs 
of the architect and the installer.  
Our experienced CAD technicians 
aim to maintain design intent 
and provide practical construction 
details to facilitate installations.  
These details were developed over 
25 years of proven performance.  
Visit us at plasterform.com for more 
information.

Nordstrom
Various US Locations

Sealant as required 
by Installer

All Framing, Blocking, 
Plywood Substrate, 

Construction Adhesive  
and Finish Nails 

 by Installer

1/8" Beveled Edge 
at Corner
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Being a custom manufacturer, we 
understand each component is 
unique.  We comprehend the needs 
of the architect and the installer.  
Our experienced CAD technicians 
aim to maintain design intent 
and provide practical construction 
details to facilitate installations.  
These details were developed over 
25 years of proven performance.  
Visit us at plasterform.com for more 
information.

Nordstrom
Various US Locations

Backer Rod and  
Sealant as required 
by Installer
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Return Flange

1/2" _ Joint+

Interior Molded Stone Panel-to-Panel Joint Prefinished IMS Column Joint

Pre�nished GFRC and Castone Column Joint

Staggered 16 Ga. 
stainless steel 

Z-Clips embedded 
in column covers

Steel framing, plastic 
shims, and stainless 

steel fasteners as 
required by installer

Return �ange

Backer rod 
and sealant 
as required 
by installer

1"±

5/8"- 3/4"± Joint

WELL Building Standard™ (WELL)
Living Building Challenge® (LBC)


