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LUMAWASH®PRELUDE® CEILING SUSPENSION SYSTEM

273 SAHARA™

Armstrong® Prelude® ceiling suspension system combines superior durability and exceptional stability with installation ease. Available with XL and ML end details, 
this 15/16-in grid is the perfect installation system for a wide variety of standard and decorative ceiling options. 

Installing ceiling panels in our Prelude ceiling suspension system allows for easy access to pipes, ducts and wiring. Choose from a variety of stylish ceiling panels 
with various edge details to add a sense of beauty to any room in your home. 

FEATURES & BENEFITS

• Heavy-duty performance and intermediate-duty performance main beams available

• Meets all building codes for non-residential construction

• Made from hot-dipped galvanized steel for long-term performance

• SuperLock™ clip on main beam creates a secure connection

• PeakForm® profile increases strength and stability for improved performance during installation
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Visit ceilings.com for a ceiling materials estimator, installation instructions, videos, and more.
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SPECIFICATIONS

Component Item # Description*
Lbs/Lf on  
4-ft span Length Web Height Flange Width Pcs/Ctn Lf/Ctn

Main Beam 7301WH 12-ft Heavy-Duty
MB – White 16.50 144-in 1-11/16-in 15/16-in 20 240

Main Beam 7300XRWH 12-ft Intermediate-Duty
MB – White 12.80 144-in 1-11/16-in 15/16-in 20 240

Cross Tee ML7343WH 4-ft Hook Cross
Tee – White – 48-in 1-1/2-in 15/16-in 60 240

Cross Tee ML7323WH 2-ft Hook Cross
Tee – White – 24-in 1-1/2-in 15/16-in 60 120

Cross Tee XL7348RWH 4-ft Stab Cross
Tee – White – 48-in 1-3/8-in 15/16-in 60 240

Cross Tee XL7328RWH 2-ft Stab Cross
Tee – White – 24-in 1-3/8-in 15/16-in 60 120

Wall Molding 7800RWH 12-ft Wall  
Molding – White – 144-in 7/8-in 7/8-in 30 360

*  Also available in black.  
Use Prelude® suspension system with Armstrong high performance ceiling panels for a 30-year limited system warranty.

RC-3466-322

LUMAWASH®

INSTALLATION

1 Install wall moldings

PRELUDE® CEILING SUSPENSION SYSTEM

2  Suspend main beams with  
hanging hardware

3 Install cross tees 4 Install ceiling panels
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