KEY SELECTION ATTRIBUTES

- Seismic Rx® Suspension System saves time and money; ICC-ES approach to installations (ESR-1938)
- Prelude® Plus XL® Fire Guard™ and Prelude® XL® for Exterior Applications are part of the Sustain™ portfolio and meets the most stringent sustainability compliance standards today – White only
- Systems conform to ASTM C635 for Severe Environmental Performance
- Rotary-stitched during manufacture for torsional strength and stability
- 10-Year Limited Warranty; 30-Year Limited Warranty with HumiGuard® Max products
- XL® staked-on end detail provides secure locked connection
- PeakForm™ profile increases strength and stability
- SuperLock™ main beam clip engineered for secure connection and fast, accurate alignment
- 10-Year replacement items available

PRELUDE® XL® For Exterior Applications
- Minimum G90 hot-dipped galvanized steel with prefinished G90 steel capping
- Suitable for wind uplift applications with appropriate bracing

PRELUDE® Plus XL® Fire Guard™
- Systems are minimum G60 hot-dipped galvanized steel with prefinished aluminum capping for enhanced corrosion resistance

TYPICAL APPLICATIONS
- Prelude® Plus XL® Fire Guard™
  - Locker rooms
  - Food preparation areas
- Prelude XL® For Exterior Applications
  - Non-exposed exterior corridors
  - Drive-thru areas
  - Indoor parking garages
  - Use with Woodworks® Linear Solid Wood Panels for Exterior Face

**COLORS**

<table>
<thead>
<tr>
<th>FIRE GUARD</th>
<th>WHITE ALUMINUM</th>
<th>NATURAL ALUMINUM</th>
</tr>
</thead>
<tbody>
<tr>
<td>Increased</td>
<td>White (W)</td>
<td>Natural (NA)</td>
</tr>
</tbody>
</table>

**VISUAL SELECTION**

**PERFORMANCE**

<table>
<thead>
<tr>
<th>Fire Guard</th>
<th>Seismic Category</th>
<th>Pcs./Ctn.</th>
<th>LFT/Ctn.</th>
</tr>
</thead>
</table>

**PACKAGING**

<table>
<thead>
<tr>
<th>Accessory</th>
<th>Pcs./Ctn.</th>
<th>LFT/Ctn.</th>
</tr>
</thead>
</table>

**DETAILS**

For more information on Prelude Plus XL Fire Guard, see submittal BPCS-3156.