Lyra™ PB, Lyra™ PB Direct-Apply Ceiling Panels
Armstrong World Industries

Final Assembly: Hilliard, Ohio, USA
Life Expectancy: 30 Years
Embodied Carbon: 0.612 kg CO₂-eq
Declared Unit: 1 ft²
End of Life Options: Recyclable (100%)

Ingredients:

Board: Man Made Mineral Fiber; Starch Acrylic Binder; Modified Vegetable Oil; Water Repellant;
Scrim: Man Made Mineral Fiber, Hydrated Alumina; Polyvinyl Alcohol; Proprietary (0.1-0.7%)¹
Back Scrim: Man Made Mineral Fiber; Starch Acrylic Binder; Proprietary (0.01-0.05%);¹
Adhesive: Polyvinyl Acetate; Plasticizer;
Coating: Limestone; Polyvinyl Acetate; Quartz

¹LBC Temp Exception 110-E4 Proprietary Ingredients <1%

Living Building Challenge Criteria: Compliant

☐ LBC Red List Free  ■ Red List Approved  ☐ Declared
I-10 Interior Performance: CDPH Standard Method v1.2-2017

ARM-0015
EXP. 01 OCT 2020
Original Issue Date: 2016

MANUFACTURER RESPONSIBLE FOR LABEL ACCURACY
INTERNATIONAL LIVING FUTURE INSTITUTE™ living-future.org/declare