The smoothest finish mineral fiber ceiling available with Total Acoustics® performance – excellent noise reduction and sound blocking in one product.

**KEY SELECTION ATTRIBUTES**

- **DESIGNFlex™** options include shapes, made-to-order sizes, and colors available to ship in 3 weeks
- Get total noise control and floor plan versatility with Total Acoustics® ceiling panels: NRC + CAC = Total Acoustics Performance™
- **Calla®** panels are part of the Sustain® portfolio, and meet the most stringent sustainability compliance standards today
- Excellent combination of acoustical performance; NRC (up to 0.90), and CAC (35)
- USDA Certified Biobased Product, 91%
- Washable, Impact-resistant, Scratch-resistant, Soil-resistant
- Product can be recycled through the Armstrong Ceilings Recycling Program
- **Compatible with the TechZone® Ceiling Systems**
- **30-Year Limited System Warranty against visible sag, mold, and mildew**

**COLORS AVAILABLE**

Due to printing limitations, shade may vary from actual product.

Available in any color!

**DETAILS**

(Other Suspension Systems compatible. Refer to listing on page 275.)
CALLA® Square Lay-in smooth texture

**VISUAL SELECTION**

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>CALLA® Square Lay-in</td>
<td>15/16”</td>
<td>474-476</td>
<td>1</td>
<td>2820</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>2820BK</td>
<td>24 x 24 x 1”</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>2821</td>
<td>24 x 48 x 1”</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>2854</td>
<td>30 x 30 x 1”</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>2857</td>
<td>24 x 60 x 1”</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>2884</td>
<td>24 x 72 x 1”</td>
</tr>
</tbody>
</table>

**PERFORMANCE SELECTION**

<table>
<thead>
<tr>
<th>Material</th>
<th>Acoustical Transparency</th>
<th>Smoke Development</th>
<th>Flammability</th>
<th>Durability</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>GOOD (NRC 0.60-0.65; CAC 35+)</td>
<td>BEST (NRC 0.70-0.75; CAC 35+)</td>
<td>BEST (NRC 0.80+; CAC 35+)</td>
<td></td>
</tr>
</tbody>
</table>

**SUSPENSION SYSTEMS**

15/16” Prelude® XL®

**PHYSICAL DATA**

- **Material:** Wet-formed mineral fiber with acoustically transparent membrane
- **Surface Finish:** Acoustically transparent membrane with factory-applied latex paint
- **Fire Performance:** ASTM E84 and CAN/ULC S102 surface burning characteristics, Flame Spread Index 25 or less, Smoke Developed Index 50 or less (UL labeled), ASTM E1264 Classification Type IV, Form 2, Pattern E File Class A
- **Humidity/Sag Resistance:** HumiGuard® Plus ceiling panels are recommended for areas subject to high humidity, up to, but not including, standing water and outdoor applications.

**Mold/Mildew Protection:** Ceiling panels with BioBlock® performance resist the growth of mold and mildew.

- **VOC Emissions:** GREENGUARD Gold Certified
- **Product Certified for Low Chemical Emissions UL 2818 UL 2034 UL 2035 UL 2818
- **Acoustical Performance:** CAC testing conducted using Prelude® XL® suspension system for 15/16” edge detail and Silhouette® suspension system for 1” thick edge detail. NRC test conducted using white panels. Painted panels may experience a slight reduction in NRC due to the color painting process.

**High Recycled Content:** Class 30-Year Performance Guarantee & Warranty
- When installed with Armstrong® Suspension System.

**LEED** is a registered trademark of the U.S. Green Building Council Declare™ is a service mark of The International Living Future Institute. UL is a registered trademark of UL LLC. All other trademarks used herein are the property of AWI Licensing LLC and/or its affiliates © 2020 AWI Licensing LLC Printed in the United States of America