Smooth-texture panels that are water repellent; Meet USDA/FSIS, FGI and HIPAA guidelines plus Clean Room assemblies. Offer both Sustain® and Total Acoustics® panel performance for flexible spaces.

KEY SELECTION ATTRIBUTES

- Get total noise control and floor plan versatility with Total Acoustics® ceiling panels: NRC + CAC = Total Acoustics performance
- Ultima® panels are part of the Sustain® portfolio, and meet the most stringent sustainability compliance standards today
- Clean Rooms up to ISO Class 5 (Class 100) (item 1938)
- Smooth-texture panels that are water repellent; Meet USDA/FSIS, FGI and HIPAA guidelines plus Clean Room assemblies.

TYPICAL APPLICATIONS

Clean Rooms (item 1939)
- Healthcare
  - Patient rooms
  - Treatment rooms
  - Nurses’ stations
  - Emergency rooms
  - Corridors
- Education
  - Kitchens/food prep areas
  - Lakes/hospitality areas
  - Offices

COLOR

- White (WH)

DETAILS

1. Ultima® Health Zone™ Square Lay-in
2. Ultima® Health Zone™ High NRC Square Lay-in panels with Clean Room™ 15/16” suspension system
### ULTIMA® Health Zone™

**High NRC**

Square Lay-in

*fine texture*

#### VISUAL SELECTION

<table>
<thead>
<tr>
<th>Item</th>
<th>Dimensions (inches)</th>
<th>Order Number</th>
</tr>
</thead>
<tbody>
<tr>
<td>ULTIMA® Health Zone™ High NRC</td>
<td>24 x 24 x 7/8&quot;</td>
<td>1, 6 1445</td>
</tr>
<tr>
<td>ULTIMA® Health Zone™ High NRC</td>
<td>24 x 48 x 7/8&quot;</td>
<td>1448*</td>
</tr>
<tr>
<td>ULTIMA® Health Zone™ High NRC</td>
<td>24 x 24 x 3/4&quot;</td>
<td>1, 6 1935</td>
</tr>
<tr>
<td>ULTIMA® Health Zone™ High NRC</td>
<td>24 x 48 x 3/4&quot;</td>
<td>1938*</td>
</tr>
</tbody>
</table>

#### PERFORMANCE SELECTION

- **Total Acoustics**: BETTER (NRC 0.60-0.65; CAC 35+)
- **Fire Performance**: BETTER (UL Listed; NRC 0.86)

<table>
<thead>
<tr>
<th>Dot Level</th>
<th>Acoustic Class</th>
<th>Fire Class</th>
<th>Light Reflection</th>
<th>HumidGuard+</th>
<th>Bio-Block+</th>
<th>CleanAssure™ Disinfectable Panels</th>
<th>DURABILITY</th>
</tr>
</thead>
<tbody>
<tr>
<td>0.80</td>
<td>35</td>
<td>BEST</td>
<td>170 NRC 0.86</td>
<td>+</td>
<td>*</td>
<td>+</td>
<td>B</td>
</tr>
<tr>
<td>0.80</td>
<td>35</td>
<td>BEST</td>
<td>170 NRC 0.86</td>
<td>+</td>
<td>*</td>
<td>+</td>
<td>B</td>
</tr>
<tr>
<td>0.70</td>
<td>38</td>
<td>BETTER</td>
<td>N/A NRC 0.86</td>
<td>+</td>
<td>*</td>
<td>+</td>
<td>B</td>
</tr>
<tr>
<td>0.70</td>
<td>38</td>
<td>BETTER</td>
<td>N/A NRC 0.86</td>
<td>+</td>
<td>*</td>
<td>+</td>
<td>B</td>
</tr>
</tbody>
</table>

**Made-to-Order Sizes**

- **Width**: 4" – 6"; 6-1/2" – 12"; 12" – 72"; 35-1/2" – 48"; 48" – 90"
- **Length**: N/A
- **Thickness**: 3/4" or 7/8" Thick – 15/16" Square Lay-in

#### PHYSICAL DATA

- **Material**: Wet-formed mineral fiber with DuraBrite® acoustically transparent water-repellent membrane
- **Surface Finish**: DuraBrite with factory-applied latex paint
- **Fire Performance**: Class A: ASTM E84 and CAN/ULC S102 surface burning characteristics. Flame Spread Index of 25 or less. Smoke Developed Index of 50 or less (UL labeled).
- **ASTM E1264 Classification**: Type IV, Form 2, Pattern E; Fire Class A
- **Humidity/Sag Resistance**: HumiGuard® Plus ceiling panels are recommended for areas subject to high humidity, up to but not including, standing water and outdoor applications.
- **Anti-Bacterial/Mold/Mildew**: Ceiling tiles with BioBlock® Plus performance resist the growth of odor and stain-producing bacteria as well as mold and mildew on the ceiling tile surface.
- **VOC Emissions**: GREENGUARD Gold Certified
- **Acoustical Performance**: 3/4" or 7/8" Thick – 15/16" Square Lay-in

#### DURABILITY

- **Fire Performance**: UL Classified
- **HumiGuard+**: Water Repel
- **Bio-Block+**: Bacterial/Mold/Mildew Resistant

#### 30-Year Performance Guarantee & Warranty

Details at armstrongceilings.com/warranty

#### Recycling Program

Details at armstrongceilings.com/recycling

#### 1 Chn Min FASTSIZE 3 WEEKS re order to ship

Visit the product page online and see Health Zone™ products online and see armstrongceilings.com/ultimahealthzone.